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Lambrecht

IM523
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LMPO2
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Precipitation sensor with Joss-Tognini type weighing
tipping bucket.

Meas. principle/ element weighing tipping bucket system « precision stainless steel bucket acc. to Joss-Tognini
Meas. range/ Resolution 4 cm?- (~4 g) volume of tipping bucket - 0.2 mm « 0...16 mm,/min

Accuracy 1 2 % with intensity correction

Collecting funnel 200 cm?/ WMO standard

Ranges of application unheated varieties: 0...+470 "C metering (frost resistant down to -20 °C)

Pulse output reed contact - polarity protected - bounce-free signal » supply voltage 4...30 VDC »
current consumption max. 100 pA - typical 50 pA « load max. 30 VDC/ 0.5 A

Housing/ Funnel + ring aluminium - anodized

Dimensions/ Weight H 292 mm - @ 190 mm - for mounting pipe @ 60 mm - approx. 3 kg

Standards WMO-No. & - VDI 3786 If. 7 - EN S0081/82 - VDE 0100

Part.no. LMPD2 Rain gauge Lambrecht - Resolution 0,2mm with 5 meter cable

Part.no. LMPO2H Rain gauge Lambrecht - Resolution 0,2mm with 5 meter cable with heating

Part.no. LMP524 Power supply for Lambrecht rain gauge heating
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